Mini Applicator 901C (side/end feed)

Technical Data

Feeding Type: Mechanical

Wire Range: 10-32 AWG

Stroke:30-40 mm (1.18 " 1.57")

Air Supply:5-6 Bar (80-90 psi)

Base Plate: 3 Point AMP® /Mecal style
Terminal Pitch: 1.0mm to 28mm

Wire Crimp Height Adjustment:.02mm increment of adjustment +/-
1.5mm (2mm total range of adjustment)

Insulation Crimp Height Adjustment: 0.02mm increment of adjustment

Featu res +/- 1.5mm (2mm total range of adjustment)

The KM Mechanical Mini-Applicator comes in several styles; side-feed, Demensions L XW X H: Side Feed:220 x 102 x 147 (8.1" X 4" X 5.8")
end-feed, speciality carrier,and more.They directly adapt to most industry

standard crimp presses and automatic wire processing machines. KM can Weight: 9 lbs AWM Weidner
build the Mini-Applicator to any brand terminal; to the required crimp Kettemerstr. 25

70794 Filderstadt

- Tel.: 0049 711 7009503
1J m Fax: 0049 711 7009504
y | ; info@awm-weidner.de

ALL WIRE MATERIAL
BY WEIDNER

specifications

www.awm-weidner.de



