From our patented Glo-Ring™ infrared heating technology to a wide range of
ceramic heating units for industrial applications, Eraser offers a comprehensive line
of heating equipment. All provide effective heating performance that is quick, quiet
and energy efficient. The Glo-Ring is perfect for heat shrinking, plastic tube bend-
ing, soldering, adhesive curing, solder preforms, and butt welding.

Triple Element Bench Glo-Ring
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Specifications

Heat source.............quartz encapsulated heating elements
Temperature range...........adjustable to 1,500°F (815°C)
Heating elements............open and close around material

using hand switch or foot pedal

Ordering information

AH2711 (Triple Element Glo-RingJ.......ccoecevunnen... 115V 60Hz
AH2712 (Triple Element Glo-Ring)..............220/240V 50Hz
IH0129 (Foot activation switch)...For bench Glo-Ring units

Flements and guards sold separately

Specifications

Heat source..............quartz encapsulated heating elements
Temperature range...........adjustable to 1,500°F (815°C)
Heating elements...........open and close around material

using hand switch or foot pedal
{see “*Continuous Elements” section for size options)
Ordering information

AH2401 (Single Element Glo-Ring).....................110V 60Hz
AH2402 (Single Element Glo-Ring)............220/240V 50Hz,
European plug

AH2403 (Single Element Glo-Ring)............220/240V 50Hz,
U.K. plug

IH0129 (Foot activation switch)...For bench Glo-Ring units

Flements and guards sold separately

Specifications

Heat source..............quartz encapsulated heating elements
Temperature range.............adjustable to 1,500°F (815°C)
Heating elements...........open and close around material

using hand switch
{see “Continuous Elements” section for size options)
Ordering information

AH2001 (Hand-Held Glo-Ring)..............115V 50/60Hz,
with temp. control

AH2002 (Hand-Held Glo-Ring).............220/240v 50/60Hz,
European plug, with temp. control

AH2003 (Hand-Held Glo-Ring).............220/240v 50/60Hz,
U.K. plug, with temp. control

AH1901 (Hand-Held Glo-Ring)......ccomeveeen..... 115V 50/60Hz

AH1902 (Hand-Held Glo-Ring).............220/240v 50/60Hz,
European plug
AH1903 (Hand-Held Glo-Ring).............220/240v 50/60Hz,
U.K. plug

Flements and guards sold separatefy
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Available in various configurations, all Glo-Ring elements are designed for long-life and
optimum performance. Intermittent are for hand-unit use; continuous for bench models.

Elements & Wire Guards (1/27& 17)

Ordering information
Round, continuous, one pair
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Elements & Wire Guards (3" Straight)
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Long Straight Element
with or without gold
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TH3511 v Y27 (12.7mm), 115V 50/60Hz
IH6514..... ; LAY (12.7mm), 220240V 50/60Hz
IH4511.... cevevriennenn ¥ (25.4mm), 115V 50/60Hz
THA521.....ccccviveccieceeeen 17 (25.4mim), 220/240V 50/60Hz
Round, wire guards, one pair

TH6517 i nnn fOT USE2 With 127 element
TH3551. v fOF USE With 17 element

Ordering information

IH5512....cicceveier e 2® (50.8mm), 115V 50/60Hz
IH5522..... 2” (50.8mm), 220{/240V 50{60Hz
IH5513. i eeen. 3 (76.2mm), 115V 50/60HZz
IH5523. i 3 (76.2mMm), 220/240V 50/60HZz
Round, intermittent, one pair

IH4512.....cccveeeeveeee e 2” (50.8mim), 115V 50/60Hz
TH4522 ... 2” (50.8mm), 220/240V 50/60Hz
TH4515... v 3™ (76.2mm), 115V 50/60Hz
TH4523...icivicevenl 3 (76.2mMm), 2204240V 50/60HZz
Round, wire guards, one pair

TH3552. ..o nnn JOT USE Wit 27 element
TH3553. s O USE With 37 element

Ordering information
Straight, intermittent, one pair

IHO130...............3” (76.2mm) without gold, 115V 50/60Hz
IHO133.........3” (76.2mm) without gold, 220/240V 50/60Hz
IHO131..... 3" (76.2mm) with gold, 115V 50/60Hz
IHO134..............3" (76.2mm) with gold, 220/240V 50/60Hz

Guards not avallable for straight elements.
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