POWER WIRE
STRIPPER
MODEL
45-145/45-146

Note: Specifications are subject to
change without notice, and exceptions
may apply depending on application,
wire and other variables.

Optional equipment may require
standard machine modification

andor later specifications.

ARTUS

ENGINEERING COMPANY

Instant, accurate, effortless stripping of 8 to 30 AWG (8mm?2 Nom. to .050mm2 Nom.) wire.
Performs medium to high volume stripping with minimal investment.

Utilizes pneumatic power with foot pedal actuation.

Can be purchased as complete kit with foot pedal, hook-up kit and air blast.

Accepts die blades for Teflon and other difficult insulation.

™ Description Cat. No.
Power Wire Stripper 45-145

‘ 45-145 with foot pedal, hook-up kit and air blast 45-146
Foot Pedal 45-902

| Hook-Up Kit 45-903
/ Air Blast Kit 45-905
Air Filter 45-906

Knife Blades - For General Purpose Stripping
Hole Diameter (inches) for each AWG

Blade # 8 10 12 14 16 18 20 22 24 26 28 30

L-4419 0.159 0.141 0.106

L-4420 0.144 0.105 0.085 0.073

L-4421 0.144 0.113 0.09 0.072 0.061 0.048 0.048

L-4422 0.09 0.072 0.061 0.039 0.039

L-4452 For SP - SPT

L-4994 0.072 0.061 0.048 0.039 0.032 0.026

L-5361 0.048 0.039 0.032 0.026 0.021 0.016

Tolerances: +.001/-.005

Knife Blades - For General Purpose Stripping
Hole Diameter (mm) for each mm2

Blade # 10.00 6.00 4.00 250 1.50 1.00 0.50 0.22 0.20 0.13 0.08 0.05
L-4419 4.04 3.58 2.69

L-4420 3.66 267 216 1.85 1.85

L-4421 366 287 229 1.83 155 1.22 1.22

L-4422 229 1.83 155 0.99 0.99

L-4452 For SP - SPT

L-4994 1.83 1.55 1.22 0.99 0.813 0.66

L-5361 1.22 0.99 0.813 0.66 0.533 0.406

Tolerances: +0.25mm/ - .127mm

Technical Data

Wire Size: Dimensions:
8- 30 AWG (8mmz2 - 0.05mm2) Length: 3.625 in. (92mm)
Wire Strip Length: Width: 14.125 in. (359mm)

Wire Stop Adjustable to 0.625 in. (15mm) Height: 4 in. (102mm)

Longer partial strips can be achieved by Weight:
removing the wire stop. 6.5 Ibs. (3 Kg)
Air Requirements:
60 - 100 PSI (4-7 BAR) AWM Weidner
Kettemerstr. 25
70794 Filderstadt

Tel.: 0049 711 7009503
Fax: 0049 711 7009504
info@awm-weidner.de
www.awm-weidner.de




