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PNEUMATIC TYPE TERMINAL CRIMPING MACHINE
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I The crimping dies are interchangeable for crimping different
terminals

I Operated by foot switch

' Much more reliable, stable and high effeciency

I Compact and light

T BE&¥% Product parameters

FEK-06M

SIESER Air pressure range 0.5-0.7MPa
H 77 Output 20T
MR <t Overall dimension 286x125%165mm
== Weight 4.8Kg

= Eh45#4 Product structure

AT Adjusting Sheet
BYRESERSZE: HXSNHATETREERTHERS
K (RAME) B, EETREHBIHG T, MR (A% ) Hl8
B, HinFERERNEAETRE, SEATREATET &,
When the output force of the machine cannot be up to the crimping
force of the terminals, move the adjusting sheet to next position to
adjust the output force according to the crimping requirement of the
terminals.

B OSEBE Die sets

i F R E#ESER (mm?)

Terminal Supplier Crimping range (mm?)

EIRIFF Ferrules,
0.25~35mm’

TWIN E4kiF Twin ferrules,
2x0.5,1.0, 1.5, 2.0, 2.5, 4, 6, 10, 16mm’

g% O B} Y BikF Insulated O type or Y type terminals,
1.0,2.0,2.5, 4.0, 6.0mm’

JEFRLE4 O R5f Y #ViKF Non-insulated O type or Y type terminals,
0.5,1.0,1.5,2.0,2.5, 4.0, 6.0, 10mm’

w4 . BiF Males or females receptacles,
1.0,2.0,2.5, 4.0, 6.0mm’

4BT E#£224H%T Contact pin for rectangular connector,
1.0, 2.0, 4.0mm’
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Interchangeable crimping dies for selection, see page 24
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